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GRACK
FOLDABLE OR NOT FOLDABLE 1 THAT IS THE QUESTION

When setting up or equipping, it does not matter which base frame is used because all base frame types are compatible with each other.
When choosing a base frame, the following questions are more important:

How much storage space and transport volume is available?
How quickly must the assembly/disassembly take place?
Should the bar be assembled at the venue or moved as pre-assembled (partial) elements?

Is a combination of different base frames perhaps useful?

G-RAXX G-FLEXX G-FLEXX MINI

solid base frame foldable base frame foldable base frame

on casters or base element low transport volume low transport volume

can be used without raised counter set up/dismantling in a few seconds set up/dismantling in a few seconds
front Front frame as fixed component Front frame as a fixed component

Stackable on top of/inside each other Ideal as an extension rack
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SET-UP TIMES
Depending on the base frame type, experience shows that two employees need about 15 minutes to assemble a 3 m long G-Rack bar and
equip it with G-Rack accessories. On top of that, there is the individual "Mise en Place".
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FRAME ADAPTER
A gap between two G-Raxx can be bridged with the help of frame adapters. Since no complete basic element with dolly platform base is
required for the extension betweentwo G-Rax x frames, this results in a price aykasganthage
budget for larger bar sections.
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FRAMES
In contrast to the G-Flexx frames, the front frame of the G-Raxx can be removed. This opens up a variety of configurations as a table, food

buffet or service station. Front frames can be attached to each other sideways or secured* to G-Raxx base frames.
*The connecting bolt can be retrofitted to base frames/front frames delivered before 05/22 in just a few steps. Please feel free to contact us.

STORAGE & TRANSPORT

Each type of basic frame has its own strengths.
For example, G-Flexx frames can be folded up and easily transported in a car to save space, making them ideal for small events and

promotions. For larger events, G-Flexx bars can be transported with our flight case.

Bars based on G-Raxx frames, on the other hand, can be transported almost completely as pre-assembled partial elements. Our felt
covers are also ideal for protecting bars from knocks and scratches when transporting them in lorries or vans.
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PRODUCT FEATURES
G-Rack worktops are made of 10 mm thick solid high-pressure laminate (HPL), fitted with steel nuts and are available with
different cut-outs. The standard dimensions are 600 mm x 600 mm.

The arrangement of the worktops is
flexible and can be changed in just a
few steps - without any tools.
The great advantage is that the
entire work surface can be
individually adapted for each event.

tool-free assembly
Depending on the cut-out, G-Rack
worktops offer the possibility of holding
different equipment such as various GN
containers, sinks, pressure sinks, cutting
boards, taps, ice boxes and much more.

suitable for all base frames
GN-compliant cut-outs
with special cut-out on request

available in white or black



